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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING
1594 West North Temple Suite 1210

Box 145801
Salt Lake City, Utah 84114-5801

Telephone: (801) 538-5291
Fax: (801) 359-3940

NOTICE OF INTENTION TO COMMENCE LARGE MINING OPERATIONS

Division comments about this plan:

The plan presented here is a compilation by the Division of Holliday Construction's original
notice of intention and four responses to reviews. In some cases, the operator's response
consisted of a hand written comment on a copy of the Division's review. Some of these
comments cannot be understood out of context of the review. In these cases, the Division's
review comment was included together with the operator's response.

Although the operator's responses and commitments have been compiled in this document, the
Division has attempted to make no changes, including grammar and spelling, other than to
organize the plan.

l. Rule R6474-104 - Operator(s). Surface and Mineral Owners

1. Mine Name: Lime Ridqe

2. Name of Applicant or Company: Hollidav Construction, lnc.
Corporation (X) Partnership ( ) Individual ( )

3. Permanent Address: 700 East Brown Canvon Road
P. O. Box 502
Blandins. Utah 84511

Phone: 435-678-2028

4. Gompany Representative (or designated operator):
Name: Jerrv Hollidav
Title: President

Fax: 435-678-3503
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Address: Same as companv
Phone: Fax:

5. Location of Operation:
County(ies) San Juan. T. 41 S.. R. 20 E., N% N% SW% and SW% SW%. Sect. 16.

SLBM

6. Ownership of the land surface (circle allthat apply):
State of Utah (SITLA)

7. Owner(s) of record of the minerals to be mined (circle allthat apply):

State of Utah (SITLA) Lease 45960-BSLS

8. Adjacent land owners:

9. Have the land, mineral and adjacent land owners been notified in writing?
Yes X No

10. Does the operator have legal right to enter and conduct mining operations on the
land covered by this notice? Yes X No 

-.
ll. Rule R547-4-105 - Maps. Drawinqs & Photographs

105.1 - Base Map

A complete and correct topographic base map (or maps) with appropriate contour intervals
must be submitted with this notice showing all of the items on the following checklist. The
scale should be approximately 1 inch = 2,000 feet (preferably a USGS 7.5 minute series or
equivalent topographic map where available). The map(s) must show the location of lands
to be affected in sufficient detail to allow measurement of the proposed area of surface
disturbance.

SEE APPENDIX I

105.2 - Surface Facilities Map

Surface Facilities Map Checklist

SEE APPENDIX II

Fioure 1 is a current (9-1-00) map showing all disturbances and activities conducted on the
Lime Ridqe site. A Trimble GeoExplorer ll Global Position Svstem was used to determine the
area of the impact site and mining areas. These data were differentiallv corrected and the
overall accuracv of these data is +/- 1 meter. The total acreage of the site is 11l48 acres/
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Within this larger area there are three different mininq sites. A. B. and C. Sites A and C are
areas where past mininq activities have taken place and site B is the area where present mining
operations are takinq place. The total linear acreage of these three sites is 4.59 acres. Mininq
operations are scheduled to be completed bv 30 November 2000 and no future mininq activities
are ptanned at this time. For questions or further clarification please contact Todd Black @801-
2204305.

105.3 - Additional Maps

SEE APPENDIX III

Figure 2 is a map showing cross sections selected at various points throuohout the mininq area
to best represent current and past mininq activities conducted on the Lime Ridge site. On
September 2. 2000. a Trimble GeoExplorer ll Global Positionino Svstem (GOS) was used to

determine location and elevation (in meters) of each of the surveved points. These data were
differentiallv corrected and the overall accuracv of these data is +/- 1 meter. Two cross
sections were run from west to east for a total of 11 elevation points and three cross sections
were run north and south for a total of 17 elevation points. For questions or further clarification
please contact Todd Black @801-220-4305.

lll. Rule R647-4-106 - Operation Plan

106.1 - Mineral(s) to be mined: Limestone and gravel

106.2 - Type of Operation Gonducted: Crushinq. Mininq 24" riprap for a dam in New
Mexico. Equipment being used is an excavator, loader, air track and screen.

Describe the typical methods and procedures to be used in mining operations, on-site
processing and concurrent reclamation. Include equipment descriptions where appropriate.

1 - 980F Rubber Tire loader
1 - 980C Rubber tire loader
1 - 966 Rubber tire loader
1 - DaeWoo excavator
1 - Hvdraulic Hammer on DaeWoo
1 - Air Track Drill
1 - Riprap machine with screen and feeder.
2 - Deliverv belts
1 - Generator

Blasting liqhtlv approximatelv 10 holes a week. Then we shoot as liqhtlv as possible to make as

biq as rock as possible. Wee feed the riprap machine with the 2 biggest loaders and use the
little loader to stockpile the waste. We do approximately 200 to 250 ton a dav.

106.3 - Estimated Acreage
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Acreage listed here should match areas measured off the maps provided.

Areas of actual mining:
Overburden/waste dumps:
Ore and product stockpiles:
Access/haul roads
Associated on-site processing facilities:
Tailings disposal:
Other - Please describe

TotalAcreage

10
0
6
0
1

0

17

(Division review comment: The notice states that "no further mininq operations are planned at

this time." However. under section 110.1, it is stated that vou presentlv have an additional
contract for an additional 3.5- tons of material for next vear. Please explain these conflictinq
statements.)

Operator response to review comment: The rock is alreadv shot and made and there will be no

expansion bevond the total plan.

106.4 - Nature of material including waste rocUoverburden and estimated tonnage

Describe the typical annual amount of the ore and waste rock/overburden to
be generated, in cubic yards. Where does the waste material originate?
What is the nature of the overburden/wastes (general chemistry/mineralogy
and description of geologic origin)? Will it be in the form of fines or coarse
material? What are the typical particle size and size fractions of the waste
rock?

Thickness of overburden:
Thickness of mineral deposit:
Estimated annual volume of overburden.

Unknown 10? ft.
0 cu. yds.

Estimated annual volume of tailings/reject materials: 0 cu. yds.

Estimated annual volume of ore mined: 40,000 cu. yds.

Overburden/waste description: Limestone and there is no overburden Surface
mining

Mining 50.000 ton this vear and it is not annual. Just whenever the demand hits.

106.5 - Existing soil types, location of plant growth material

Soil samples were selected at 10locations around the impact site. These soil samples were
combined tooether and sent to Utah State Universitv Soils Lab for analvsis. This is done Der

the Division and ion with Todd A. Bl ust with

ft.

and AG. Soil will be analvzed as per the "Baseline Soils and Overburden provided bv the
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Division. Once data is analvzed. a copy of these analvsis will be sent to the Division for
fertilizer recommendations durino the reclamation process.

106.6 - Plan for protecting and redepositing existing soils

Thickness of soil material to be salvaged and stockpiled: 1" in some areas inches
Area from which soil material can be salvaged: (show on map)

About 600 cu. yds.

(cross reference with item 106.5 (a))

Describe how topsoil or subsoil materialwill be removed, stockpiled and protected.

Cat and loader will put it in a pile at the edqe of the mininq area where it will be out of the wav.

These measures are unnecessary because there is no danqer to live stock or humans for it's in
an isolated area. Would like to make arranqements with the San Juan Countv to trv to sell to

them to use for the roads in San Juan Countv.

(Division review comment: please seed the topsoil stockpile with the reclamation seed mix to
use veqetation to stabilize the soil materials from erosion during storage. Please place a siqn

identifvinq the stockpile as topsoil for use in final reclamation onlv, so this material is not

mistakenlv disturbed. )

Operator response to review comment: Makinq siqn todav. There is around 1000 tons.

106.7 - Existing vegetative communities to establish revegetation success

(a) Veqetation Survev - The following information needs to be completed based
upon the vegetation survey:

Sampling method used Ocular estimation from 10 10 m2 plots

Number of plots or transectS (10 minimum)

Ground Cover

Vegetation (perennial grass, forb and shrub cover)
Litter
Rock/rock fragments
Bare ground

Revegetation Requirement
(70 percent of above vegetation figure)

Indicate the vegetation community(ies) found at the site.

List the predominant perennial species of vegetation growing in each vegetation
community type.

acre

Percent

3oo/o

Oo/o

20o/o

50o/o

1O0o/o

70 o/o

Shrubs: Blackbrush forb: Winterfat
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Cliff Rose

Shadscale

Grasses: Gramma Grass

Hairv Galleta

(b) Photoqraphs - The operator may submit photographs (prints) of the site to
show existing vegetation conditions. These photographs should show the
general appearance and condition of the area to be affected and may be
utilized for comparison upon reclamation of the site. Photographs should be
clearly marked as to the location, orientation and the date they were taken.

SEE APPENDIX IV

106.8 - Depth to groundwater, overburden material & geologic setting

The proposed mininq is not expected to intercept ground water. There is no water in the area.
The river is two miles southwest of us.

The estimate of the overburden material fbeinq stored on the sitel is around 2000 tons.

106.9 - Location and size of ore and waste stockpiles, tailings and treatment ponds,
and discharges

All reiect materials or fines from crushing operations will be sold as product.

Some of the material will be used to reclaim with. The other material that can be used to sell
for makinq roads with we will trv to sell it to the San Juan Countv for future use. True we are
going to use the 10,000 ton for reclamation at the end of this year for safetv reasons. The over
burden will be used to reclaim. All other material that can be used will be used to reclaim and it
mav exceed over 10,000 ton.

lV. R6474-107 - Operation Practices

Describe measures taken to minimize hazards to public safety during mining operations
regarding:

the disposal of trash, scrap metal, wood and extraneous debris;

We haul the trash home every night: no trash is deposited on the site.

the plugging or capping of drill, core or other exploratory holes;

There are no drill holes to plug.

the posting of appropriate warning signs in locations of public access to operations;
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(Division review comment: Because the site is located on a countv road. please post warninq
signs warninq the public of heavv equipment operatinq in the area. or explain whv this tvpe of
warning is unnecessarv for public safetv.)

Operator response to review comment:: We willfind signs and post them.

Joev will order siqns todav.

the construction of berms, fences or barriers above highwalls or other excavations.

Using a berm. We have placed a berm along the road and a wall on the other side it's a sinqle
lane road.

We have most of the highwalls rehabed. The countv road is done.

During times of inactivitv we have biq boulders around to minimize the public hazard of the
open pit when equipment is not on site.

lf any of these safety measures are unnecessary, please explain why.

Describe measures taken to avoid or minimize environmental damages to natural drainage
channels which will be affected by this mining operation.

No drainage. lf there is any rain, it would qo into the pit.

There is verv little drainage. But will plan to put a culvert in where it crosses the countv road.
There is no outlet through little pond, more than takes care of it.

Describe measures taken to control and minimize sediment and erosion on areas affected
by this mining operation. Describe measures being taken to prevent sediment from leaving
the disturbed area.

There is no rainfall in this area and it's iust rock.

ldentify any potentially deleterious materials that may be stored on site (including fuel, oil,
processing chemicals, etc.) and describe how they will be handled and stored.

There is no fuel on the site. The lqeneratorl has a 500 qal fuel tank that runs it stored.

Describe the measures taken to salvage and store soils to be used in reclamation.

(Division review comment: Overburden materials and fines should be saved for reclamation so
that a minimum of one foot depth of material is provided for seedlinq establishment. The
overburden materials mav require amendments to make them suitable as a plant groMh
medium. Please provide an analvsis of this overburden material using the same parameters as
listed forthe soils analvsis under Section 106.5 ltexture. pH, EC. CEC, SAR, orqanic matter,
total N, available phosphorous as P"Or. and potassium as K^O.l)
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(Operator response) Been takinq the overburden material and stockpilinq it for reclamation.
Have about 10.000 tons alreadv.

Describe how stockpiled topsoil will be protected from erosion and further impact.

Please describe any reclamation to be done during active mining operations prior to final
closure. Reference these areas on a map.

V. Rule R647-108 - Hole Pluqsins Requirements

All drill holes which will not eventually be consumed by mining must be plugged according to
the methods listed in this section. Describe the location of any aquifers encountered by
drilling and the method to be used to plug such water containing holes. Describe the method
to be used for plugging holes not containing water.

Vl. Rule R647-109 - lmpact Statement

109.1 - Surface and groundwater systems

Describe impacts to surface or groundwater which could be caused by this mining
operation. Describe how these impacts will be monitored and mitigated. The
appropriate groundwater and stormwater control permits need to be obtained from
the Division of Water Quality. Please reference any such permits.

109.2 - Wildlife habitat and endangered species

Describe the impacts on wildlife habitat associated with this operation. Describe any
impacts to big game species found in the area. Describe any impacts to riparian
areas. Describe any impacts this operation will have on waterfowl (fly-over,
temporary resident or permanent resident). List any threatened or endangered
wildlife species found in the area. Describe impacts to threatened or endangered
species and their habitats. Describe measures to be taken to minimize or mitigate
any impacts to wildlife or endangered species.

See exhibit. None was found.

The survevs to determine the presence of anv T&E species of flora or fauna were conducted bv
Todd A. Black (Twin Peaks Outfitters). ln his initial report Mr. Black states, "from
observations made during this assessment no threatened or endanqered species of
wildlife or plants were observed on the proposed impact site or the adiacent properties"
surveved. He further stated. "Whereas no T&E species were recorded during this period.
an impact on anv T&E species on the proposed impact site is unlikelv to occur and a
finding of no significant impact on anv T&E species of flora or fauna can be implied." No
where in his report did he state, "no fhreafened and endanqered species are presenf af fhis
slfe".
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Mr. Black has BS from Briqham Younq Universitv in Wildlife Bioloqv and a MS from Utah State

Universitv in GIS and Remote Sensinq. He has conducted additional survevs and acted as an

Environmental Consultant for other private consultinq companies and has worked with the DWR

and USFS in the state of Utah. Please find his resume attached with this document
(attachment 2).

109.3 - Existing soil and plant resources
Describe impacts to the existing soil and plant resources in the area to be affected by

mining operations. Describe impacts to riparian or wetland areas which will be

affected by mining. Describe impacts to threatened or endangered plant species.
Describe measures to be taken to minimize or mitigate any impacts to soil and plant

resources.

109.4 - Slope stability, erosion control, air quality, public health & safety

Describe the impacts this mining operation will have on slope stability, erosion, air
quality, public health and safety. Include descriptions of highwall and slope
configurations and their stability. Air quality permits from the Utah Division of Air
Quality may be required for mining operations. Please reference any such permits.

Describe measures to be taken to minimize or mitigate impacts to slope stability,
erosion, air quality, or public health and safety.

Been waterino screenino area twice a dav with our 4000 oalwater tank.

We freye talked with Susan
letter.

Vll. Rule R647-4-110 - REGLAMATION PLAN

110.1- Current land use and postmining land use

The contract we have with the Bureau of Reclamation should be finished bv September 30.

2000. But we qot an extension for November 30, 2000. We do have another contract with

Navaio Enqineer Contracting for 3500 ton for next vear. Anvthing to do with limestone we plan

on bidding on and using the product out of this pit.

It will be used for srazinq and wildlife habitat.

Current or prefixing land use(s) [other than mining]: See Attachment

List future post-mine land-use(s) proposed: See Attachment

(Develop the reclamation plan to meet proposed post-mine land use.)

110.2 - Reclamation of roads, highwalls, slopes, leach pads, dumps, etc.

Describe how the following features will be reclaimed: roads, highwalls, slopes,
impoundments, drainages and natural drainage patterns, pits, ponds, dumps, shafts,
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adits,S drill holes and leach pads. Describe the configuration of these features after
final reclamation. Describe the rinsing and neutralization of leach pads associated
with final decommissioning.

Our whole pit is in a drainaqe area. There is no problem for drainage.

Figure 3 map shows areas to be reclaimed once mining operations are finished. The pits where
materialwas removed (represented bv horizontal crosshatches) will be filled with the reiect
material as stockpiled on site and covered with a minimum one inch of topsoil and re-seeded
with the same seed mix. The ephemeral stream, which runs throuqh the pit, will be restored to
as much as it can to its originalflow direction. A culvert would be placed throuqh the countv
road allowinq water to flow under the road. One week prior to the September 1 visit a heavv
rain was recorded in the area and rains actuallv filled up the pit (Fioure 4). Hollidav
Construction and consultant feel it mav be qood to leave some sort of water catchment or pond

in the existinq pit. This would benefit wildlife and livestock in the area as the pond would fill
upon receivinq larqe amounts of precipitation. Once mining activities are complete this idea
would need to be further evaluated to determine feasibilitv and practicalitv. Hollidav
Construction and Mr. Black would like to receive consultation with the Division upon completion
of mining activities so that reclamation activities will meet all the needs and be suitable to the
Division.

There will be no highwalls. Will use the overburden that we stripped to reclaim with, not the
topsoil.

(Division review comment: Will all overburden and products stockpiles be used as backfill
during final reclamation or will some of this material require regradinq in place?)

Operator response to review comment: No. Estimate of the volume of stockpiled materials
which will be require regrading is 25.000 tons.

110.3 - Surface facilities to be left

(Division review comment: With the exception of the countv road which traverses the site, the
submission implies that all other mining will be reclaimed. Please confirm this understandinq.)

Operator response to review comment: Yes. lt will be reclaimed.

110.4 - Treatment, location and disposition of deleterious materials

Describe the nature and extent of any deleterious or acid forming materials located
on-site. Describe how these materials will be neutralized, removed, or disposed of
on site. Describe how buildings, foundations, trash and other waste materials will be
disposed of.

f 10.5 - Revegetation planting program and topsoil redistribution
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(The seed mix recommended bv the Division is acceptable. This seed mix is attached.)

Attachment 1. Recommended seed mixture to be used in Lime Ridge reclamation efforts.

Common name Species Rate lbs/acre
Luna pubescent wheatgrass Agropvron trichophorum 2.0
Indian ricegrass

Yellow Sweetclover
Palmer Penstemon
Winter fat

Black saqebrush
Cliff Rose
4-winq saltbush
Shadscale
Forage Kochia

Orvzopsis hvmenoides 4.0

Melilotus officinalis 0.5
Penstemon palmeri 1.0
Ceratoides lanata

Artemisia nova
Cowainia mexicana
Atriplex canescens
Atriplex confertifolia
Kochia prostrata

0.5

1.0
1.5.
1.0
2.0
1.0

Total seed 14.5lacre

(Division review comment: A review of the soils data reveals that the soil materials are low in
phosphorous and organic matter. To correct these deficiencies, it is recommended that 50 lbs.
per acre of phosphate fertilizer and 15 tons per acre of composted manure be applied to amend
the soil materials to assure reveqetation success. Please agree to incorporate the soil
amendment into the reclamation plan or provide iustification for their omission.)

Operator response to review comment: We aqree to do this.

R647-4-1't 1.1 Public safety and welfare

When we do high walls we plan on putting a berm to warn the public of the hazards.

R647-111.7 Highwalls stabilized at 45" or less.

We aqree to backfill all hishwalls to 45 deqrees.

The material we plan to use for backfillinq is the reiect material between the limestone that was
left. The reiect material is in a stockpile and we will use the loader and dozer to spread it
around.

R647 -4-1 1 1 .7 Topsoil redistribution

(Division review comment: lt is suggested that the topsoil be placed in islands scattered
throughout the reclaimed areas. These soil islands would be a minimum of six inches deep.
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Operator response to review comment: We agree to do this.

We will use the topsoil and place it in islands and scatter throuqhout the reclaimed areas.
These islands will be 6" deep and we will use the fertilizer and composted mulch.

Vlll. Rule R6474-112 VARIANGE

lX.Rule R6474-113 - SURETY

A Reclamation surety must be provided to the Division prior to final approval of this application.
In calculating this amount, include the following major tasks:

1) Clean-up and removal of structures.
2) Backfilling, grading and contouring.
3) Soil material redistribution and stabilization.
4) Revegetation(preparation,seeding, mulching).
5) Safety gates, berms, barriers, signs, etc.
6) Demolition, removal or burial of facilities/structures, regrading/ripping of facilities

areas.
7) Regrading, ripping of waste dump tops and slopes.
8) Regrading/ripping stockpiles, pads and other compacted areas.
9) Ripping pit floors and access roads.
10) Drainagereconstruction.
1 1) Mulching, fertilizing and seeding the affected areas.
12) General site clean up and removal of trash and debris.
13) Removal/disposal of hazardous materials.
14) Equipment mobilization.
15) Supervisionduringreclamation.

To assist the Division in determining a reasonable surety amount, please attach a reclamation
cost estimate which addresses each of the above steps. The areas and treatments included in
the reclamation treatments map should correspond with items included in the reclamation cost
estimate. The reclamation costs used by the Division must be third party costs.
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Attachment I

Veoetation Gover Samplino

Vegetation cover sampling determines the amount of ground that is covered by live
vegetation. lt is divided into four categories which equal 100 percent. They are:

Veoetation - This is the live perennial vegetation. Care should be taken to avoid sampling
in disturbed areas that have a large percentage of annual or weedy vegetation, such as -
cheatgrass and russian thistle.

Litter - This is the dead vegetation on the ground, such as teaf and stem litter.

RocUrock fraqments - This is the rock and rock fragments on the soil surface.

Bare oround - This is the bare soilwhich is exposed to wind and water erosion.

Cover Samolinq - The following methods are acceptable:

Ocular Estimation

This method visually estimates the percentage of ground covered in a plot by the four
components. Plot size is usually a meter or yard square or a circular plot 36 inches in
diameter. Ten to twenty plots should be randomly sampled in each major vegetation type.

Line Interceot

Percent ground cover is obtained by stretching a tape measure (usually 100') over the
ground and then recording which of the four components is under each foot mark. At
least ten of these transects should be randomly laid out and measured in each major
vegetation type.

Soil Survev and Samolinq Methods

lf a SCS or land management agency soil survey is not available, the operator shall
delineate all soil types that will be disturbed by mining on a map. Each soil type shall be
sampled for its characteristics and inherent properties. Representative sampling locations
should have similar geologic parent material, slopes, vegetative communities and aspects.
The sampling locations should be representative of the soil type and be identified on the map.
Sampling shall be at a minimum of one for each soil type disturbed.

The soil map needs to be of sufficient scale so that each soil type can be accurately
located on the ground.



Appendix I Addresses item 105.I - Base Map

(A) Property boundary of surface ownership of all lands which are to be affected by

mining operations.

The land where the proposed impact site will be conducted is owned by the State of Utah

and managed by the Division of Forestry, Fire and State Lands. Legal description is as

follows; Township 41 South Range 20 East, and part of section 16, San Juan County

Property can be located on the tbllowing 7.Sminute United States Geological Survey map

'San Juan Hill' (see Base Map).

(B) Perennial, intermittent, or ephemeral streams, springs and other bodies of water;

roads, buildings, landing strips, electrical transmission lines, water wells, oil and gas

pipelines, existing wells or bore holes, or other existing surface or subsurface facilities

with in 500 feet of proposed mining operations.

There is an ephemeral stream located some 100 feet to the southwest of the

proposed impact site. This stream is only active in times of heavy precipitation. A county

maintained road (San Juan County Road 2351, Lime Ridge) also runs through the site

(Figure l) and will be used to haul materials from the proposed impact site (see Base

Map).

(C) Proposed rout of access to the
mining operations from the nearest

publicly maintained highway.
Proposed impact site will be

accessed offof Utah SR 163 and

San Juan County Road 2351, Lime
Ridge (Base Map).

(D) Ifuown areas which have been

previously impacted by mining or
exploration activities within the
proposed land affected. There has

been no previous actMties of
mining or oil and gas operations on
the proposed impact site. However,

adjacent areas outlined in a red hash

mark (Base Map) show an area

where previous mining operations have taken place in subsequent years.

(E) Areas proposed to be disturbed or reclaimed over the life of the project or other

suitable time period. Areas where proposed impact are to be conducted are outlined in

green hash marks (Base Map) and will be reclaimed and revegetated upon completion of
mining activities.

Figure l. Picture shows San Juan County maintained Lime

Ridge Road which runs through the current impact site.
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Appendix 2 Addresses item 105.2 - Surface Facilities Map.

(A) Proposed surface facilities, including but not limited to: buildings, stationary
mining/processes, equipment, roads, utilities, power lines, proposed drainage control
structures, and the location of topsoil storage areas, overburden/waste dumps, tailings, or
processed waste facilities, disposal areas for overburden, solid and liquid wastes, and
wastewater discharge treatment and containment facilities.

There are no structures or facilities placed on the proposed impact site nor will any
structures or facilities be placed on proposed impact site. All equipment will be located on
existing impact site. Topsoil will be pushed aside (Figure? and Surface Facilities Map)
and piled up so that it can be eaisly pushed over the area once the proposed activities are
complete.

Figure 2. The picture on the left shorvs area of previous activities. As the pichrre indicates the topsoil (show in a
green checkered patter on Surface Facilities Map) from this area has been stocked piled in a burm located in the
center of the picture. The picture of the right is the proposed area of impact.

(B) A border clearly outlining the extent of the surface area proposed (See Surface
Facilities map) to be affected by mining operations, and the number of acres proposed to
be affected. The proposed impact area is outlined with a red dashed line and comprises
approximately 12 acres (See Surface Facilites Map)

(C) The location of known test boring, pits, or core holes. None exist and no work of
this type will be done on the proposed impact site.
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Appendix 3 Addresses item 105.3 - Reclamation Treatments Map.

(A) fueas of the site to receive various reclamation treatments shaded, cross hatched or
color coded to identiff which reclamation treatments will be applied. Areas would
include: buildings, stationary mining/processes, equipment, roads, utilities, power lineg
proposed drainage control structures, and the location of topsoil storage areas,

overburden/waste dumps, tailings, or processed waste facilities, disposal areas for
overburden, solid and liquid wastes, and wastewater discharge treatment and containment
facilities. Reclamation treatments may include ripping, regrading, replacing top soil,
fertilizing, mulching, broadcast seeding, drill seeding, and hydro seeding.

The area to be reacclimated will include areas where topsoil has been removed and

mining activities have taken place. The area will have the topsoil spread back across the

area and a seed mixture will be broadcast across the site (Figure 3).

(B) A border clearly outlining the extend of the area to be reclaimed after mining, the

number of acres disturbed, and the number of acres proposed for reclamation.
The proposed impact area is outlined with a black dashed line (See Reclimation

map) and comprises approximately 12 acres. The area to be reclaimed would include the
same 12 acres and additional areas from previous activities comprising approximately 15

acres. These areas are outlined in a black dashed line.

(C) Areas disturbed by this operation which are included in a request for a variance from
the reclamation standards. NONE are requested.

(D) Highwalls which are proposed to remain steeper than 45 degrees and slopes which are

proposed to remain steeper than 3 horizontal : 1 versicle. NONE.

area of previous impact to be rwegetated and roclimation activities to be

the right shows the area of the proposed innct site.
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Appendix 4 Addresses item 106.7 and 109.3 - Existing vegetative communities to
establish revegetation success

SITE LOCATION

The proposed impact site is located approximately l0 kilometers West/Southwest

of Blufl San Juan County, Utah offof State Route (SR)163 on San Juan County Road

2351, Lime Ridge. In the past, this site has been used for the removal and processing of

lime stone (out lined as a red

hash mark polygon in Base

Map) The proposed impact

site is located in the

Northwest quarter section of

section 16, Range 20 East,

Township 2l South and

covers approximately 17

acres. The site is located on

a bench above the San Juan

River and below several small

bluffs located in the area

(outlined as a green hash mark

Figure 5. Picture shows the San Juan Riler in the

distaurce as nell as Comb Wash Canyon comming into the

from the upper left.

in Base Map) The site can be

generally characterized as a desert

environment (Figure 4) with sparse

vegetation growing on site. The site

ranges in elevation from 4930'to the

east and 4960 to the west. Vegetation

on the site is dominated by black brush

(C.oleogtne ramosissima), Mexican

Cliff rose (Cowania mexicana), blve

gramma grass (Bouteloua graci lis),

and hairy galleta (Hilaria jamesii).

East of the site slopes of gently until it

drops into Comb Wash Canyon . To the south (-l.8km) on Bureau of Land Management

Lands lies the San Juan River (Figure 5).

Figure 4. Picture of proposed impact site taken from the eastern

erlent of the site looking west. Pictue also shows the vegetation

which exists on the site.
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IVIETHODS

An ocular estimation method was

used to determine plant species

composition, percent cover, and

sample plant species diversity on the

proposed impact site. A total of

five l0m square plots were

randomly select on the proposed

impact site and five 10m square

plots were selected to the south,

north, and east ofthe proposed

impact site. Plant species were

recorded as a percentage at each

site as well bare ground percent

cover, rock and litter percent cover so that each site totaled 100 percent ofvegetative and

non-vegetative cover (Figure 5). These sites were averaged and an overall vegetative

non-vegetative percent cover for the general area was determined as follows; 50% bare

ground/gravel,20Yo rock,20o/o shrubs, and llYo grasses and forbes (Figure 5).

Additional line transects were walked in and around the proposed impact site to determine

additional species of wildlife. These species were recorded by visual observations, tracks

surveys, and fecal surveys.

FINDINGS

A total of 17 species of plants and 5 species of fauna (Table 2) were recorded on the

proposed impact and adjacent. From observations made during this assessment no

threatened or endangered species offlora or fauna were observed on the proposed

impact site or the adjacent properties. Whereas no T&E species were recorded during

this period, an impact on any T&E species on the proposed impact site is unlikely to occur

and a finding of no significant impact on any threatened or endangered species of

flora or fauna can be implied.
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Table 2. List of flora and fauna found on the proposed impact site and adjacent
properties. Those species found on the proposed impact site are marked with and asterisk
(*).

Flora
Fauna

Common Name Genus Species Forb (F)
Grass (G)
Shrub (S)
Tracks (T)
Scat @)
Visual (V)

Abundance
(lI) High
(M) Medium
(L) l,ow
(T) Trace
(J) Unknown

Native (N)
Non-native
(r)

plant *Russian thistle Salsoa iberica F H I

plant *Snake Weed Gutierrezia sarothrae S H N

plant *Birds Beak Cordylanthus wrightii F M N

plant June Grass Bromus techorum G H I

plant *Indian Rice Grass Oryzopsis hymenoides G M N

plant *Mormon Tea Ephedra viridis s M N

plant tSagebrush Artemisia tridentata spp. S L N

plant *Rubber Rabbitbrush Chrysothamnus nauseosus S H N

plant * Mexican cliffrose Cowania meicana S M N

plant Fourwing Saltbrush Atriplex canescens S M N

plant *Winter fat Ceratoides lanata F T N

plant *Evening Yucca Yucca bacata S L N

plant *Shadscale saltbrush Atriplex confertifioia S M N

plant *Barrel cactus Opuntia spp. S T N

plant *Prickly pair cactus Opuntia spp. S T N

plant *Blue Grama grass Bouteloua gracilis G T N

plant *Ilairy Galleta Hilaria jamesii G M N

Bird *Horned Lark Eremophila alpestris V N

Bird *Lesser Goldfinch Carduelis psaltria V N

Bird Prairie Falcon Falco mexicanus V N

Mml *Mule Deer Odocoileus hemionus DN N

Mml *Cottontail rabbit Sylvilagus spp. V N

Mml Black-tailed jackrabbit l,epus californicus T N

Mntl *Kangaroo rat Dipodomys spp. T N

Mml *Grey Fox Urocyon cineroargente us DN N



Appendix 4 Addresses item 109.2/109.3 - Wildlife Habitat and endangered species and
existing soil and plant resources.

Describe the impacts on wildlife habitat associated with this operation. Describe any
impacts to big game species found in the area. Describe any impacts to riparian areas.
Describe any impacts this opeation will have on waterfowl (fly-over, temporary resident or
permanent resident). List any threatened or endangered species and thir habitats.
Describe measures to be take to minimize or mitigate any impacts on wildlife or
endangered species.

See Appendix 3 and associated table for a list of wildlife species recorded on site.

Very few mamalian or avian species were recorded on the site at the time of the

survey. There appears to be little use of big game or other wildlife spcies on the proposed

impact site. The area is sparsley vegetated and offers little in the way of food or cover for

many wildlife species. There are no riparian areas within 500 feet of the proposed impact

site and no wetlands that would affect any waterfowl species. From observations made

during this assessment no threatened or endangered species of witdlife or plants were

observed on the proposed impact site or the adjacent properties. Whereas no T&E

species were recorded during this period, an impact on any T&E species on the proposed

impact site is unlikely to occur and a finding of no significant impact on any threatened

or endangered species of flora or fauna can be implied.

Methods to reclimate the site with suitable forage species has been outlined in

appendix 2 and all possible efforts will be taken to assure the area is reseeded with a

native seed mixture similar to existing conditions and those which will benefit local

populations of wildlife.
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Figure 4. Picture shows current mining activities and water, which collected in
mining pit after a previous heavy rain shower.
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Notlce of Temporary Relocation of
Equipment
Form 15a

l.Contact Name

2.Company Narne

Mailing Address

city, state, zip

phone
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New Relocation Site:

Site address and brief direclions to get to the site:

ctoseet.'"'-Q!-,rfF- s. county:

6, Approximate distances from location to;
Closesl houselbu
NationalP hzt.
Other air pollution sources (and their names) within 1.5 miles lrorn the plani as oitoCar
(includo agqrogate plants, asphalt plants, concrete batch plants, and other oonstruction sources)

N(lNL

Distance to n€arest property boundary vni le> to 
^rorrrt 

JeolrJ p"pn4
7, ln an gfotl to caoidinete state and local regulations, all Temporary Fclocations should be
accompanlcd wllh a Condltional Use Permit from the applicable county or city zoning
dcpartmcnt
Date Gonditional Uso Pormit issued: (enctose copy wllh rsloc€llon noillrcatlon)

N.li"
ihin 1.5 miles from the olant as of toda'

q

9.

10.

Attach a site diagram to this form showing the dimensions, general pit locaton and tho equFment
location on sito to scale (include locations of ilems. tilled out in 4. and 6.).
Totaf hoursgf.operatiorlaer 24 hour period *O lv.. oe'r \p e <L
startins at 5ip--o-_6hm ending at 553-Tamt@
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company: (A complete llrt h required: Attach additionatrhGcts lt nccccsary)

&, startup: J -J --gomptetion: Lt?4'-@

Startup: 
-l _l 

-Qompbtbn: 
U130ru0

t5. Fqglliw Dutt Control Plan (FDCP)
InrlruetiansiAll coufcoa trr rcquirrd to oontrol lugilivo dust from lhc proccs:e$ ligtcd bclovr. For procosses oovenC in an Approvol Ordor (aO),
tho sosrco mey b!.t.quitod lo ldopt additionad oo;rrol moagurco boy6nd lhot $tolod in rhe Ao brietl on srle-lpecllic conctittonb. fil h 'l,l/A'" il lhe
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Eanh moving and
Tailing piles and
Exposod ourfaces
Surlace mining

pushlng

attacL"4 t'au'
t acrcs-g_
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EGEOVE
TODDA. BLACK
1407 WestNorth Temple SLC, UT 84140
Wk.(80 I )2204305 Todd.Black@PacifiCorp.com

OBJECTTVE
Private land management company or consulting finn that will allow me continued work with wildlife
and vegetation interactions, issues, and modeling using a variety of GIS, GPS, modeling and other
computer tools to address wildlife issues.

EDUCATION
MS candidate, USU Department of Geography and Earth Resources, GIS and Remote Sensing.
Graduation December 1999, GPA 3.714.0.
B.S. in Wildlife Biology. Brigham Young University, Provo, Utah. Graduation August 1995. Major GPA
3.014.0.

EXPERIENCE
RS/GIS Specialists Wildlife BiologistsPactfiCorp/Scottis ovember 1999 to present.
Environmental Services Division. Duties include; GIS administratorfor ESD, oversee GIS needs and
work on various projects, writing reports, Timber surveys, T&E species clearance in areas to be logged,
monitoring various wildlift populations on properties, and working with powerline/raptor issues. Other
duties include; upkeep of Sun WIX operating systems, basic systems administration, digitizing, map
composition, data development and integrity, programming in ARC/NFO and ArcView Software, data
query and analysis, satellite imagery manipulation, collection of biologicalfield data, workingwith
state andfederol agencies on various issues and projects which PacifiCorp is involved with.

Project Leader/LJ,MA Center.Field Liaison, June 1995 to November 1999. USU Department of
Geograplry and Earth Resources, GIS and Remote Sensing Lab . Duties include; lvrowledge of Sun UNU
operating systems, basic systems administration, digitizing, map composition, data development ond
integrity, programming in ARC/INFO and EfuDAS IMAGINE, data query and analysis, satellite imagery
manipulation and classification, gatheringfiledvegetation troining sites, writins HTML's workingwith
state andfederal agencies in the development of GIS related projects and the use of GIS sofiware, and
other work related to GIS ond remote sensing applications. SpeciJic projects included; modeling
sharp-tailed grouse winter and summer habitat in Southern ldaho, GAP onalysis and wildlife species
distribution Utah and Nevada, Refining the ldaho GAP analysis data to look at sagebrush communities
at afine scalefor sage grouse in Southern ldaho. Creating the BLMfire dispatch interactive CD-ROM

Environmental Consultant, BIO/WEST Logan, Utah. May 1996 to present. Biological assessment work
for environmental projects throughout the western United States. Duties included; breeding bird census,
southwestern willow flycatcher surveys, aerial big game counts, desert fisheries work, surgical assistant
putting sonic pit tags infish, sonar underwoter telemetry, field vegetation classification, GPS data
collection, field crew supervision, aquatic insect sampling, four wheel drive operation, qnd stream bed
Ioading and morphologt work.

Environmental Consultant, June 1995. Environmental Science and Research Foundation. Idaho Falls,
Idaho. Duties included; conducting a breeding bird survey along 13 routes on the ldaho National
Engineering Lab and analysis of data and generation of a report.
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Environmental Consultant, June-August 1994. SWCA, Salt Lakc City, Utah. Biological assessment
workfor projects in Blanding, Monticello, and Panguitch, Utah. Duties included; raptor surveys, Utah
prairie dog surveys, butowing owl surveys, and generation of reports.

Field llrildlife Biologist,May-September 1993-94. Utah State University, Logan, Utah. Contractwork
with the USDA Forest Service, mantillas National Forest. Duties included;following strict protocolfor
breeding bird surveys for neo-tropical birds, three-toed woodpecker surveys, northern goshmtk suraeys,
vegetotion classification, generation of report and species list to the Forest Service, and the supervision
offield crew members.

Biologicol Techniciun,May-September 1992. U,SF^S, Heber Ranger District, Heber, Utah. Duties
included;field crew supervision, revegetation and improvement of riparian oreas in the Strawberry
Valley, trout gill netting and necropsy, installation of wildlife guzzlers, ATT operation and training, fire
fighting, andfire crew supervision.

Environmentol Consultant, July 1992. Contract workwith the USDA Forest Service, HeberRanger
District. Duties included; the use of call tapes to locate and census the northern goshawk in several
arees scheduled to be logged and the writing of an environmental assessment report.

Biological Technician,June l99l-August 1992. State of Utah Division of Wildlife Resources in
Northeastern Utah. Duties included; raptor surveys, peregrinefalcon nest site location and monitoring,
fish elector-shocking, big game depredation counts, and generation of reports.

COMPATER SKILLS
Plaforms Sun WIX and NT work Stations, Macintosh, PC's. Software expertise; DOS 6.0, MS Wndows
95, ARC/INFO 8.01, Imagine 840, Arcview 3.2 Ceftifted, Microsofi ffice programs (Word, Excel,
Access, Powerpoint), Adobe Photoshop, Illustrator & Pagemaker, Correl WordPerfect 8.0, Quatro-pro,
Paradox, SAS, Minitab, and PFINDER.

OTHER SKILLS
Trimble Geo-Explorer GPS operation, Telonics telemetry operation, orienteering, under watersonic
telemetry, operation offour-wheel-drive vehicles in snow, mud, and rocky roads, ATT' operation, fire
fighting, heavy equipment operation, plumbing, and basic handyman.

ACTIWTIES
Utah Wildlife Society Utah Societyfor Range Management, American Ornithological Union, Mule Deer
Foundation. Missionary, The Church of Jesus Christ of Latter-day Saints, 1985-1987. Eagle Scout,
received September, I 983.

INTERESTS
Birding, camping, flyfishing, archery, archeolog/, hunting, baclEacking, hihing, outdoor photography,
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Roqd Deportmenl
P.O. Bor( 188 r 8SS East Htghuray 666
Montloelo, Utah g45tt6 . 495-5gi.g2go

Docomber6,..20A0

Mr. Jerry Holliday
Hollidey C,onstuction
PostOfficcBox 502
Blmding Utah 8451| ...

DearJorry,

- As per your rcqucst to comnrent about rny safoty concems San Juan County lus
regarding yotu limestone pit bcing diacmt to our Courrty Rold #2351, I submit 0re following:

I hst with you it'lonr pit oa Doccmbo 6, 2000 and obs€rved the rcad in relarion to 

'our. .ptt I did ha\rc a conccmwith the vortioEl &op ino tho pit fronr thc edge of tlre rood. I would bc
morc corlocmcd with people &iving at night. You hrd placod eithcr a be*m of rock c large
rooks along the edge of the road to provcut anyone fion driviqg into the hole or pit I beliarc
thig is a solution to this ootrcern-

.. Yor told nc how you cittror par*od equipment or lcft larfB rocks adjaccnt to tbo rord
ufictt you loft at night to mdce surc no rrchiclcs could gst ncar the vertioal drop.offarcas. I had
no poblems with this eithcn

rhe hs item we discussed was the road'itelf. You irdicared to mo that in a wed< or so,

the county road would bc widcnod.to abou 20' ftom its prcseat width of about 12 fect.

Thorcfore, takiqg in considcration tho vay lw tolume of traffic m this rcr4 and our
disonssions of thc prcs€d condition dong with pur fitrurc planr, I do rot scc tbis as being a
safttygoblem.

San Juan CountyRoad D,opsfincut
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